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Terminals : male FASTON (.250 series / 6,3x0,8 mm)

Model | PFGO06

Weight | 0,8 [kg]

- Bivoltage 115/230[V] (50...60Hz) - 1[W]
Power supply | - Bivoltage 24/48[V] (50..60Hz) - 1[W]
- DC 24[V] +15% - 1[W]

Signal | DPDT / max. 8[A]-250VAC

IP grade | IP65

Housing | Polyamide (reinforced)

Connection| R 1" 1/2 - AISI304

Ambient temperature | -20 < Ta < +70 [°(C]

Process temperature | -20 < Tp < +70 [°(C]

Pressure range | +0,8 ... +1,1 bar [abs]

2011/65/EU (RoHS)
2014/30/EU (EMC)

Directives | 2014/34/EU (ATEX)
2014/35/EU (LVD)
1935/2004/EU (Food Compliance)

Ex Marking | Ex 11 1/2 D Ex ta/tb IlIC T85°C Da/Db
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Model | PFGO6F
Weight | 0,8 [kg]
PEGOGE - Bivoltage 115/230[V] (50...60Hz) - 1[W]

Power supply | - Bivoltage 24/48[V] (50..60Hz) - 1[W]
- DC 24[V] £15% - 1[W]

Signal | DPDT / max. 8[A]-250VAC

IP grade | IP65

Housing | Polyamide (reinforced)

Connection | Flange - AISI304

Ambient temperature | -20 < Ta < +70 [°(C]

Process temperature | -20 < Tp < +70 [°(C]

Pressure range | +0,8 ... +1,1 bar [abs]

2011/65/EU (RoHS)
2014/30/EU (EMC)

Directives | 2014/34/EU (ATEX)
2014/35/EU (LVD)
1935/2004/EU (Food Compliance)

Ex Marking | Ex 11 1/2 D Ex ta/tb IlIC T85°C Da/Db
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Model | PFGO6TC
Weight | 0,8 [kg] B
PFGO6TC - Bivoltage 115/230[V] (50...60Hz) - 1[W]
Power supply | - Bivoltage 24/48[V] (50..60Hz) - 1[W]
- DC 24[V] £15% - 1[W]
Signal | DPDT / max. 8[A]-250VAC
IP grade | IP65 ~
Housing | Polyamide (reinforced)
Connection | TRICLAMP 1"1/2 - AISI304
Ambient temperature | -20 < Ta < +70 [°(C]
Process temperature | -20 < Tp < +70 [°(C]
Pressure range | +0,8 ... +1,1 bar [abs] —
2011/65/EU (RoHS)
2014/30/EU (EMC)
Directives | 2014/34/EU (ATEX)
2014/35/EU (LVD)
1935/2004/EU (Food Compliance) -
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OPTIONS
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SIGNAL LAMP (PFG06../L)
Adds a LED lamp on top. The lamp could be |
connected to NC contact (MIN level - empty), or NO ‘
contact (MAX level - full). | L
|
Must define a single 24L[V] ‘
power supply voltage: L48[V] |
|
115[V] |
230[V] ‘
| -
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